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H-B Instrument DURAC® Specific Gravity Glass Hydrometer Kit

H-B Instrument DURAC® Baumé Glass Hydrometers

Specific gravity hydrometers measure the ratio of the density of a sample compared 
to the density of pure water at the same temperature. The temperature standard is 
60°F (15.6°C). These hydrometers are plain form, individually serialized, and include 
a multilanguage statement of accuracy supplied by the manufacturer.

This kit contains eight specific gravity glass hydrometers from 0.700 to 2.000 in range 
and 300 mm in length and one EnviroSafe® total immersion thermometer 
from –30 to 120°F in range and 300 mm in length - all conveniently stored 
in a foam-lined hard storage case.

The Baumé degrees scale is for liquids heavier than water; represented by the percent
by mass of sodium chloride in water. The temperature standard is 60°F (20°C).
Hydrometers are plain form, individually serialized, and include a multilanguage 
statement of accuracy supplied by the manufacturer. Feature metal ballast.

year
warranty5

Catalog number

2302144

For hydrometer length

0.700 to 0.810
0.800 to 0.910
0.900 to 1.000
1.000 to 1.220
1.200 to 1.420
1.400 to 1.620
1.600 to 1.820
1.800 to 2.000

–30 to 120°F

For hydrometer length

0.001

0.002

0.001

0.002

2°F

For hydrometer length

300 mm

300 mm

300 mm

 Specific gravity hydrometers, plain form

 Thermometer, total immersion

2330856 NIST-traceable calibration with data for hydrometer .........................................................................................................................................

2330856 NIST-traceable calibration with data for hydrometer ..........................................................................................

Catalog number
2302299
2302407

Range
29 to 41°
0 to 70°

Divisions
0.1°
1°

Length
300 mm
300 mm

year
warranty5
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H-B Instrument DURAC® API Glass Hydrometers

The American Petroleum Institute (API) gravity is used to compare the relative densities of 
petroleum liquids compared to water. If the API gravity is greater than 10, the liquid is lighter 
and floats on water; if less than 10, the liquid is heavier and sinks. The temperature standard 
is 60°F (15.6°C). Hydrometers are individually serialized and include a multilanguage statement 
of accuracy supplied by the manufacturer.

ASTM Hydrometers, plain form, are designed to conform to the accuracy requirements of 
ASTM, and have their scales affixed using a clear epoxy for increased durability. 
Feature metal ballast.

ASTM Hydrometers, plain form

year
warranty5

2330856 NIST-traceable calibration with data for hydrometer ..........................................................................................

Catalog number
1717319
2302187

ASTM no.
4H
5H

API range
29 to 41°
39 to 51°

Divisions
0.1°
0.1°

Length
330 mm
330 mm

Scienceware® Hydrometer Racks

These polypropylene hydrometer racks securely hold up to 18 hydrometers. Wide base 8¼” x 8½” 
(21.0 x 21.6 cm) prevents rack from tipping. Autoclavable.

Catalog number
2262326
1398952

For hydrometer length
>280 mm
>280 mm

Qty/pk
1
1

Pycnometer

Determine specific gravity of semifluids

This aluminum-alloy pycnometer is designed to withstand pressure necessary to force air from viscous material and cause 
it to completely fill pycnometer shell. Each piece of the instrument is cut from solid bar stock to ensure an absence of pits 
or cavities. Close manufacturing tolerances ensure test material will not be forced into threads. To use, tare balance to 
pycnometer weight, then fill pycnometer with test material and cover container with lid. 
Screwing down lid forces excess material out through a 1⁄8” (3.2 mm) hole. Reweigh 
filled pycnometer and determine density by weighing pycnometer filled with water and 
computing the difference.

Catalog number
2349774

Capacity
11.5 mL

Dimensions (H x dia)
1” x 2” (2.5 x 5.1 cm)
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